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Storage systems  

ÁTruck/train unload systems 

ÁStorage tanks 

ÁUF, MUF, PF and emulsion: painted mild steel 

tanks, standard sizes 30 m³, 50 m³, 100 m³ and 

200 m³ 

ÁUrea, hardener, fire retardant and buffer: 

stainless steel (acid proof), standard sizes 1.5 m³, 

3 m³, 4 m³, 5 m³ and 8 m³ 

ÁpMDI and eMDI: unpainted mild steel tanks, 

standard sizes 30 m³ and 60 m³ 

ÁPolyol: stainless steel (acid proof), standard sizes 

30 m³ 

ÁStorage pump units with needed accessories  

ÁHot waw melting and storing 

 

 

Storage tanks for pMDI glue. Tanks are 

insulated and equipped with trace heating, 

level instrumentation, tank ventilation, safety 

accessories and circulation piping. 
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Powder dosing systems  

ÁBig-bag hoisting system can 

handle 1 000 kg or 1 600 kg 

big-bags. 

ÁPowder dosing with screw 

conveyor   

ÁElectrical hoisting mechanism 

 

Big-bag handling system equipped with screw dosing.  
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Diluting systems  

ÁAutomatic diluting system with big-bag dosing.  

ÁManual diluting from small bags 

ÁDiluting tanks, standard sizes 1 .. 4 m³ 

ÁDiluting tanks equipped with load cell in automatic system  

ÁWater infeed measurement by flow meter or load cell 

 

 

Diluting tank and transfer pump. 
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Glue dosing systems  

ÁDieffenbacherôs in-line gluing system is 

suitable for high-capacity panelboard 

lines and smaller lines operating with 

wide product range. The batch or 

gravimetric gluing systems are suitable 

for low- and medium-capacity 

panelboard lines operating with long 

production series. 

 

Standard chemical 

dosing units are 

assembled on base 

frame allowing flexible 

space allocation 

according to 

application demands. 
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Glue dosing systems  

In-line gluing 

ÁThe in-line gluing provides for fast recipe 

changes without glue losses, high 

availability and ease of operation due to 

its sophisticated PLC control. The glue 

recipe can be easily and quickly fine-

tuned in the operatorôs HMI. All glue 

components are separately dosed from 

consumption tanks via the static mixer. 

Each component is dosed by its own 

eccentric screw pump and the dosage is 

controlled by highly accurate and 

maintenance-free flow meters. Can be 

equipped with calibration units. 

 

In-line gluing system for particle board application. 


