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Surface Layer Production  
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MPF Prallfiner  

ÁMany adjustment possibilities to 

face different demands 

ÁDifferent kinds of grinding tracks 

applicable 

ÁEasy exchangeable wear parts  

ÁMaterial suction through the door 

center 

ÁLess sparcles 

ÁMoisture content of input material 

usually < 10%, but up to 80 % 

possible 

Technical Feature 

 

 

Thin fine and finest flakes with fibrous 

structure  0,01 ï 1,5 mm 

Product 

MPF (Prallfiner) 

 Flakes from MRZ and  MSZ  

or saw dust 

Input Material 
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MPM and MPF  

Impact Mill MPM 

with Screen and Grinding tracks 

Prallfiner MPF 

without Screen and only grinding tracks 
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Prallfiner MPF  

Main Components of MPF 

Á1 Vibration conveyor 

Á2 Magnet drum 

Á3 Infeed opening 

Á4 Impeller 

Á5 Grinding track 

Á6 Adjusting Disk 

Á7 Suction tube 

Á8 Bypass 
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Prallfiner MPF  

Impeller  

Grinding Tracks  

Door with Openings  

to Suction Tube 

Adjusting Disk 
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Prallfiner MPF  

Grinding Tracks 

Impeller with shovels 
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Prallfiner MPF  

Prallfiner assembled for shipment 
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MPM (Impact Mill)  

 

 

ÁMany adjustment possibilities to 

face different demands 

ÁDifferent kinds of grinding tracks 

applicable 

ÁEasy exchangable wear parts 

ÁLateral material extraction or 

through the machine base frame 

ÁConidur screen or round hole 

screen 

ÁSparcle more likely 

ÁMoisture content usually 

< 3 ï 20 % 

Technical Feature 

 

 

Cubical fine and finest flakes with a 

part of faberous flakes 0,01 ï 1,5 mm 

depending on the screen size 

Product 

MPM (Impact Mill) 

 

 

     Flakes from MRZ and  MSZ  

or saw dust 

Input Material 
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Impact Mill MPM  

MPM Main Components 

Á1  Vibration conveyor 

Á2  Magnet drum 

Á3  Infeed opening 

Á4  Impeller 

Á5  Grinding track 

Á6  Conidur Screen 

Á7  Output Opening 
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Impact Mill MPM  

Conidur screen  

Grinding track with different 

kind of track geometries 
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Impact Mill MPM  

ÁAxial moveable screen and grinding track-unit 

ÁEasy access to change screens and grinding tracks 
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MSZ (Beater Flaker)  

 

ÁTwo different machine casing with 

vertical or horizontal rotor 

dismanteling 

 

ÁEasy exchange of screens and  

grinding bars 

 

ÁEasy exchange of beater set with  

balancing outside the machine 

 

Á Adjustable flake characteristic by  

 modifying the screen type and  

 the rotor revolution 

 

ÁMaterial extraction via screw to   

reduce the amount of air suction 

Technical Feature 

 

 

 

Match typ flakes with brushy ends 

Á Size depends on screen size and 

 screen type  

 

Product 

MSZ (Beater Flaker) 

 

 

Chips from HRL or SRH (RC) or 

flakes from MRZ from wet or dry side 

Input Material 
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Hammer Mill Flaker MSZ  

 MSZ with vertical infeed incl. 

 Heavy Particle Separator 

Heavy particle 

separator in parallel 

arrangement 
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Hammer Mill Flaker MSZh  

ÁMSZh (hydraulic) incl. heavy particle separator and 

vibration conveyor 

ÁCasing with noise protection  

 

Horizontal 

dismanteling  

of the rotor 
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Hammer Mill Flaker MSZh  

ÁMSZh with hydraulic driven screen supports 
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Hammer Mill Flaker MSZh  

ÁLateral exchangeable and divided grinding tracks 


